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Chapter NR 446
CONTROL OF MERCURY EMISSIONS

Subchapter | — General Provisions NR 446.06 Mercury emission limits for major utilities.

NR 446.01  Applicability; purpose. NR 446.07 Multi-pollutant reduction alternative.

NR 446.02 Definitions. NR 446.075 Early emission reduction credits.

NR 446.025 Mercury ambient concentration limit. NR 446.08  Compliance and reporting requirements for major utilities.
NR 446.027 Procedures for determining annual mercury emissions. NR 446.09  Annual mercury emissions determination and reporting.

NR 446.10  Variance for major utilities.
NR 446.11 Electrical supply reliability waiver.
NR 446.12 Periodic evaluation and reconciliation reports.

Subchapter Il — Control of the Atmospheric Deposition of Mercury
NR 446.029 Adoption of federal mercury standard.
NR 446.03  Baseline mercury emissions for major utilities.

NR 446.04  Procedures for determining baseline mercury emissions for magubchapter Il — Emission Standards for Mercury
utilities. NR 446.14 Mercury emission limits.

NR 446.05 Mercury emission limits for new or modified sources. NR 446.15  Stack sampling.

NR 446.055 Mercury emission reduction goal. NR 446.16 Monitoring of emissions and operations.

Note: Corrections made under s. 13.93 (2m) (b) 7., Stats., Register, January, 1997(5) “End box ventilation system” means a ventilation system
No. 493. which collects mercury emissions from the end boxes, the mer-
Subchapter | — General Provisions cury pump sumps, and their water collection systems.

(6) “Hydrogen gas stream” means a hydrogen stream formed

NR 446.01 Applicability; purpose. (1) AppLicagiLiTy. In the chlor-alkali cell denuder.
This chapter applies to all air contaminant sources which may(6e) “Major stationary source” means a stationary source
emit mercury and to their owners and operators. whose mercury emissions are 10 pounds per year or greater.

(2) PurpPosE. This chapter is adopted under ss. 285.11, 285.13,(6m) “Major utility” means a Class A utility, as defined under
285.17and 285.27, Stats., to establish emission limitations, sta&k199.03 (4), Stats., that generates electricity or an electrical coop-
sampling procedures and emission monitoring requirements ésative association organized under ch. 185, Stats., whose mer-
mercury emissions from air contaminant sources in order to pm#y emissions from all stationary sources under the common
tect air quality and reduce atmospheric mercury deposition. ownership and control of the utility or the association are 100

Note: Subchapter Il of this chapter is based on the federal regulations contaifg@unds per year or greater.

in 40 CFR part 61, Subpart E, created October 14, 1975, as last revised Septemb « ” : f .
23, 1988, " P pembiBs) “Mercury” has the meaning given in s. NR 445.02 (9).

History: Cr. Register, September, 1986, No. 369, eff. 10-1-86; am. (1), Register, (7) “Mercury chlor—alkali cell” means a device whichbiasi-
May, 1992, No. 437, eff. 6-1-92R 01-081: am. (2) Register September 2004 No. cally composed of an electrolyzer section and a denuder or
285, eff. 10-1-04. decomposer section and utilizes mercury to produce chlorine gas,
NR 446.02 Definitions. The definitions contained in ch. hydrogen gas, and alkali metal hydroxide.
NR 400 apply to the terms used in this chapter. In addition, the fol-(8) “Mercury chlor-alkali electrolyzer” means an electrolytic
lowing definitions apply to the terms used in this chapter: device which is part of a mercury chlor-alkali cell and utilizes a
(1) “Allowable emissions” means the annual mercury emidlowing mercury cathode to producklorine gas and alkali metal
sions of a stationary source, calculated using the maximum rag&aalgam.
capacity of the source, and by accounting for enforceable limits(9) “Mercury ore” means a mineral mined specifically for its
which restrict the operating rate or hours of operation or both.mercury content.

(1c) “Baseline mercury emissions” means the calculated (10) “Mercury ore processing facility” means a facility proc-
level of annual mercury emissions from a major utility as detegssing mercury ore to obtain mercury.

mined under s. NR 446.04. (10m) “Method X", where “X” is a number or a number fol-
(1g) “Cell room” means a structure housing one or more mdpwed by a lettermeans the specified method contained in Appen-
cury chlor-alkali cells. dix B of 40 CFR part 61, incorporated by reference in s. NR 484.04

(1n) “Certified emission reduction” means a reduction of23).
mercury emissions that has been certified by the department ang11) “Sludge” means sludge produced by a treatment plant
made enforceable through a construction permit, openagionit  that processes municipal or industrial wastewater.
or other appropriate means. (12) “Sludge dryer” means a device used to reduce the mois-
(1r) “Commission” means the public service commission. ture content of sludge by heating to temperatures above 65°C (ca.
(1w) “Controlled mercury emissions” means the calculatetP0°F) directly with combustion gases.
level of annual mercury emissions from a major utility as detey;"For" RenUm. oM AR o8 R e atsafion |
') “Condenser stack gases” et A e
(2) “Condenser stack gases” mean the gaseous efflugfig'Ster June 0. 582, &ir1-04, ~081: renum. (1) to be (1g), cr. (1),
evolved from the stack of processes utilizing heat to extract m %y%ﬂ?’f&?if%‘ﬁ?‘ (6e). (6m), (6s). (8m) and (10s) Register September 2004 No.
cury metal from mercury ore. _ o
(3) “Denuder” means a horizontal or vertical container which NR 446.025 Mercury ambient concentration limit. _
is part of a mercury chlor-alkali cell and in which water and alkd§O Person may cause, allow or permit emissions of mercury in
metal amalgam are converted to alkali metal hydroxide, mercuW,Ch guantity and duration as to cause the ambient air concentra-

and hydrogen gas in a short—circuited, electrolytic reaction. tion to exceed lig/m? averaged over a 30—day period.

(4) “End box” means one or more containers located on o&é*s'ztg{ggqgg %5918,&;,?23;‘}-;;2"1%13‘98}9 froms. NR 446.03 and am. Regis-

or both ends of a mercury chlor-alkali electrolyzer which serves
as a connection between the electrolyzer and denuder for rich antNR 446.027 Procedures for determining annual
stripped amalgam. mercury emissions.  Except as provided in s. NR 446.09,
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beginning on January 1, 2005, the owner or operator of a majiard adopted by the department may not be more restrictive in

stationary source shall calculate annual mercury emissions usiegns of emission limitations than the federal standard. The

the procedures and methods in this section. administrative requirements of the standard adopted by the
(1) STATIONARY SOURCECOMBUSTIONUNIT. (a) The owner or depa_rtment relating_ to baseline calculations, monitoring, record-

operator of a combustion unit at the source which is not subjéeeping and reporting shall be the same as the federal standard.

to s. NR 446.09 shall calculate annual mercury emissions us/Ng later than 18 months after the promulgation of a federal emis-

the procedures of this subsection for each emissions unit and sk standard limiting mercury emissidnem a major utility, the

provide all associated data to the department. department shall revise this subchapter under the provisions of_s.
(b) The owner or operator shall determine the mass mercdg/ 10 Or 227.24, Stats., as appropriate, to comply with the provi-

content oeach fuel by multiplying the mercury content of the fugtions of this section and s. NR 446.06 (4).

times the amount of the fuel consumed. The mercury content dfiste"y: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.

the fuel shall be determined either through testing according to the . o .

procedures in ASTM D3684-01, incorporated by reference in s, NR 446.03  Baseline mercury emissions for major _

NR 484.10 (47m), or an equivalent method approved by tHlities.  This section applies to the determination of baseline

department, or from published data which lists the mercury cdRercury emissions for major utilities.

tent of the specific fuel. (1) No later than October 1, 2005, the owner or operator of a
(c) The owner or operator shall calculate the removal effipajor utility shall submit a report to the department that includes

ciency ofmercury by air pollution control equipment for each fudnformation to calculate the baseline mercury emissions of each

used in one of the following ways: combustion unit owned or operated by the major utility for calen-
1. Based on source performance tests on the equipment %%iars 2002, 2003 and 2004, using the procedures in s. NR

lowing the testing procedures in s. NR 446.09 (3). o ) )
2. Based on information derived from performance testing of (2) After reviewing the report provided in sub. (1), the depart-
other combustion units which are similar in terms of the type Bfent shall determine the baseline mercury emissions for each

combustion unit, particulate control equipment, fuel characterQmbustion unit of the major utility. The baseline mercury emis-
tics, and operating parameters. sions shall be the arithmetic average of the baseline emissions for

(d) The owner or operator shall determine the annual merc 5902, 2003 and 2004, unless the department approves an alterna-

) | . lﬁ()/e baseline requested by the major utility.

emissions by subtracting the mass mercury removed by air poliu- .

tion control equipment from the mass mercury in the fuel. (3) Inthe report required under sub. (1), an owner or operator
(€) Nothing in this section shall prohibit the department frof ay request that the department determine an altt’ernatlve baseline

requiring other methods of determining annual mercury em [the 3 years are not representative of the source’s normal opera-

sions ons and maintenance schedule. This request shall include suffi-

' . . _.cient information to demonstrate that an alternative baseline is

(f) The owner or operator of a combustion source subjectdgnropriate, a proposed alternative baseline, and information suf-

this subsection may request that the department approve altefjgdsnt to document how the proposed alternative baseline was
tive methods for determining annual mercury emissions determined.

(2) STATIONARY SOURCEPROCESSUNIT. The owner or operator 4) No later than January 1, 2007, the department shall pro-
of a process unit at the source shall calculate and report anngl \yritten notification to each owner or operator who submitted
mercuryemissions from the process unit using the procedures anghnort ynder sub. (1) of the department’s determination of the
methods of this subsection and shall provide all associated datgig

; eline mercury emissions for each combustion uttieafhajor
the department. The calculations shall apply a mass balaﬂﬁﬁty_
approach, emission test data, or both, as follows: History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.
(a) A separate mass balance shall be used to calculate the mer-
cury contained in each applicable process stream by accountingyr 446.04 Procedures for determining baseline
for: ) ) ) mercury em issions for major utilities. ~ The owner or opera-

1. All process streams including: process raw materials, pradr of a major utility shall calculate baseline mercury emissions of
ucts and by-products; and pollution control equipment and cahe combustion units of the major utility using the procedures of
trol by-products. this section for each emissions unit and provide all associated data

2. The mercury concentration and throughput rate for ealehthe department in the report required under s. NR 446.03 (1).
process stream. (1) No later than the first day of th@®month beginning after

3. The annual mass mercury content input and output of e&¢tober 1, 2004, and continuing for a calendar 12 month period,
process stream. a representative sample shall be collected weekly for each solid

(b) Mercury emission test data and emission factors obtairf@gsil fuel used in the emissions unit in that week. Each weekly
during source performance testing for any applicable procéﬁn'ple of a fuel collected under this subsection shall be compos-
stream may also be used. itedinto a monthly sample that shall be analyzed for mercury con-

(c) The owner or operator of the process units subject to t tusing ASTM D3684-01, incorporated by reference in s. NR

subsection may request that the department approve altern eén.go (47m), or an equivalent method approved by the depart-

af
methods for determining annual mercury emissions. m

History: CR 01-081: cr. Register September 2004 No. 585, eff. 10-1-04. (2) The mercury content of each non-solid fossil fuel shall be
determined either through testing according to the procedures in

Subchapter Il — Control of the Atmospheric ASTM D3684-01, incorporated by reference in s. NR 484.10
Deposition of Mercury (47m), or an equivalent method approved by the department or

from published data which lists the mercury content of the fuel.

NR 446.029 Adoption of federal mercury standard. (3) The major utility shall determine the monthly consump-

If a federal emission standard limiting mercury emissions frontian of each fuel in million British thermal units (mmBtu), using
major utility is promulgated under section 111 or 112 of the fedenalethodsand procedures specified in Appendices A, B, C and F of
CleanAir Act (42 USC 7411 or 7412), the department shall adogd CFR part 75, incorporated by reference in s. NR 484.04 (26m)
a similar standard, including administrative requirements that geg to (d). The major utility may apportion the fuel mmBtu to indi-
consistent \ith the federal administrative requirements. The stamidual fuels for which the mercury content is determined under

Register, September, 2004, No. 585
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sub. (1) or (2), using consumption and delivery records for t4d6.03for the unit, using the procedures in s. NR 446.09, to deter-
fuels. mine the controlled mercury emissions of the combustion unit.
(4) The information gathered in subs. (1) and (2) shall be mul- (2) Except as provided in sub. (4) or (5), beginning January 1,
tiplied by the corresponding fuel consumption rates determin2@10, no owner or operator of a major utility may cause, allow or
under sub. (3) to determine the total annual mercury containegarmit mercury emissions from stationary sources of 25 mega-
each fuel. watts orgreater of the major utility on an annual basis in an amount
(5) The mercury content for each fuel, on a mmBtu—basi#/hich exceeds 60% of the baseline mercury emissions for those

shall becomputed by dividing the results of sub. (4) by the amoutfits, determined by the department under s. NR 446.03.

of each fuel burned, in mmBtus, during the 12 month sampling (3) Except as provided in sub. (4) or (5), beginning January 1,

period. 2015, no owner or operator of a major utility may cause, allow or
(6) The mercury emissions for 2002, 2003 and the 12 montp&rmit mercury emissions from stationary sources of 25 mega-

identified in sub. (1) shall be calculated by multiplying the resulwatts orgreater of the major utility on an annual basis in an amount

of sub. (5) times the annual fuel consumption for each of tho&Bich exceeds 25% of the baseline mercury emissions for those
years. units, determined by the department under s. NR 446.03.

(7) The baseline mercury emissions shall be the 3—year arith-(4) Stationary sources of less than 25 megawatts owned or
metic average of the mercury emissions determined under sifgerated by anajor utility for which baseline emissions have been
(4) and (6) for 2002, 2003 and the 12 months identified in sub. (@gtermined by the department under s. NR 446.03 and for which

(8) The major utility shall record and report the baseline detéiontrolled emissions are deterred by the department under sub.
mination data and calculations for each combustion unit, includ (0). may be included by the major utility in meeting the emis-

ina th f fuel. th hi : £ h fen limit requirements of subs. (1), (2), and (3). Mercury emis-
mgn:n?B%pSe grnhy?ﬁg r?qe?ceu’nt/ gorggg;tr)gt(i:g:si#rgggch)r}lj)elt.aac l§ons for units included under this subsection shall be computed

(9) The owner or operator of a major utility may request th. the determination of controlled mercury emissions under sub.

. L . ) and the baseline emissions subject to the emissions limits
ﬁf)%rgitévgpgrr%(\:/i?juéisu{gr dggfr;mgmg baseline mercury emigijer'subs. (2) and (3) and shall be subject to the compliance and

History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. reporting requirements of s. NR 446.08.
(5) The mercury emissions from a facility owned or operated

NR 446.05 Mercury emission limits for new or modi- by a major utility may be exempt from the emission reduction
fied sources. (1) No person may commence construction ofequirements of sub. (2) or (3) if the total annual mercury emis-
modification of a stationary source that results in an increasesians from all stationary sources of 25 megawatts or greater at the
annualallowable emissions of mercury of 10 pounds or more frofacility are 25 pounds or less.
the new or modified source unless the person has obtained a pe(6) Pursuant to s. 285.27 (1) (a) and (2) (a), Stats., if an emis-
mit under ch. NR 406. The department may not issue a persidgn standard regulating mercury emissions from a major utility
under ch. NR 406 for the source unless the department finds fkgiromulgated under section 111 or 112 of the federal Clean Air
emissions of mercury will be controlled to a level which is begict (42 USC 7411 or 7412), the department shall promulgate a
available control technology. similar standard, including administrative requirements that are

(2) New or modified stationary sources that are subject to aansistent with the federal administrative requirements. The
emission limit for mercury required under section 112 of the Adepartment’s standard shall have the same mercury emission
are exempt from the requirements of this section. reductions as the federal standard.

(3) Except as provided in sub. (2), this section applies to gl History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.
new or modified sources for which an air permit application was N
submitted or should have been submitted to the department u
sub. (1) on or after the first day of the calendar month followi

October 1, 2004.
History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.

R 446.07 Multi-pollutant reduction alternative.
?rThe owner or operator of a major utility may request the
partment to approve a multi—pollutant alternative that provides
relief from meeting the mercury reduction requirement specified
in s. NR 446.06 (2).

NR 446.055 Mercury emission reduction goal. Itis (2) Requests for consideration of a multi—pollutant reduction
the goal of the department to encourage the major utilities abernative shall be submitted to the department by the date com-
achieve the maximum amount of mercury emission reductiopanceplans to meet the mercury reduction requirement specified
reasonablychievable from all stationary sources of the matjor in s. NR 446.06 (2) are required. Requests shall be in writing and
lities in the state. Specifically, the department’s objective is taclude the following:
work with the major utilities to achieve an 80% reduction in mer- (a) The annual mercury emission reductions that will be
cury emissions by 2018, as measured from the baseline mercagliieved in each year from the compliance date in s. NR 446.06
emissions for the ajor utilities’ stationary sources, as determine@®) to the compliance date in s. NR 446.06 (3).
by the department under s. NR 446.03. (b) The schedule and reductions levels for other air contami-

History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. nants that will be achieved in the multi-pollutant alternative and
explanation of how the reduction levels proposed will be greater

ties. (1) (a) Except as provided in sub. (4), beginning Janua an applicable requirements as listed in s. NR 400.02 (26).

1, 2008, no owner or operator of a major utility may cause, allow (3) In order to qualify for department approval, a multi—poliu-
or permit mercury emissions from stationary sources of 25 me{at reduction alternative shall include: . o
watts orgreater of the major utility on an annual basis in an amount (2) A commitment by the major utility to achieve and maintain
which exceeds the controlled mercury emissions for those unfgrcury reductions from the baseline setin s. NR 446.06 (1) dur-
determined by the department under par. (b). ing the period identified in sub. (2) (a).

(b) No later than October 1, 2005, the owner or operator of a(b) A commitment by the major utility to reduce system-wide
major utility shall conduct a source performance test on each cofinissions beyond applicable requirements féeagtt 2 of the fol-
bustion unit to determine the control efficiency of any contrd®wing air contaminants: fine particulate matter, nitrogen oxides,
equipment or emission reduction activity on the mercury emisulfur dioxide or carbon dioxide.
sions from the combustion unit. This control efficiency shall be (4) Within 60 days of the filing of a completed request, the
applied to the baseline mercury emissions calculated under s. départment shall publish a public notice on each multi—pollutant

NR 446.06 Mercury emission limits for major utili-

Register, September, 2004, No. 585



NR 446.07 WISCONSIN ADMINISTRATIVE CODE 478

Unofficial Text (See Printed Volume). Current through date and Register shown on Title Page.

reduction alternative and the department’s preliminary detehe mercury emissions from the major utility during the preceding
mination togrant or deny the request. The public notice shall proalendar year were in compliance with the emission limit require-
vide the opportunity for public comments including, wherenents of s. NR 446.06, based on the determination made under s.
requested, a public hearing on the request. Following the pulNiR 446.09. If the mercury emissions from the major utility from
commentperiod, the department shall notify the applicant in writhe previous year exceeded the emission limit requirements of s.
ing of the reasons for denying, granting or for granting in a modiR 446.06, the compliance certification report shall include all of
fied form any request for a multi-pollutant reduction alternativéhe following information:

(5) Ownersand operators of major utilities receiving approval (a) An identification of the amount and cause of the excess
for a multi-pollutant reduction alternative shall still be requirechercury emissions.

to meet the mercury reduction requirements in s. NR 446.06 (3).(h) A demonstration of how the major utility will achieve addi-
(6) Owners and operators of major utilities that receiviional emission reductions in the current year equivalent to the

approval for a multi-pollutant reduction alternative are naixcess mercury emissions.

allowed to provide emission reduction credits to another major () A demonstration of how the major utility will comply with

utility to meet the mercury reduction requirement in s. NR 446.Q8 emission limit requirements in subsequent years.

(2) or to trade the excess reduction increment of the pollutantgistory: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.

identified in sub. (3) (b).

(7) Owners and operators may be required to meet any futureNR 446.09 Annual mercury emissions determina-
applicable requirement for the pollutants identified in sub{dB) tion and reporting. (1) The owner or operator of an emissions

Note: Any environmental cooperative agreement that the department has sig i i i
with a major utility prior to October 1, 2004, and that includes multi—polleani- it SUbJeCt to the requirements of s. NR 446.06 shall determine

sion reductions may be used by the major utility as the basis of a request for a m@{ﬂ-d report to the depa”mef?t by Mar?h 1, .annual mercury emis-
pollutant reduction alternative under s. NR 446.07. sions for each emissions unit, beginning with calendar year 2008

History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. emissions, using the f0||owing formula:

Annual Mercury Emissions = Fuel Use X Mercury Content of Fuel X Reduction of Mercury

NR 446.075 Early emission reduction credits. The . o
. . rior to its Release to the Atmosphere

owner or operator of a major utility that reduces mercury emis- ]
sionsfrom a stationary source of the major utility on or after OctdVere:
ber 1, 2004, and prior to January 1, 2015, may request that thé¢a) Fuel use is the amount of fuel combusted in the combustion
department certify the emission reductions as early emissianit, as measured by the procedures specified in Appendices A,
reduction credits. The department shall certify the emissi C and F of 40 CFR part 75, incorporated by reference in s. NR
reductions, in terms of pounds of mercury emissions reduced4&4.04 (26m) (a) to (d). The total amount of the fuel combusted
early emission reduction credits if the owner or operator deman-mmBtus may be apportioned to individual fuels, using con-
strates to the department that the reductions are actual, permasemption and delivery records for the fuels.
mercury emission reductions that are not required under any statgb) Mercury content of the fuel is determined according to
or federal law or air permit condition. Any mercury emissioASTM D3684—-01, incorporated by reference in s. NR 484.10
reduction credits may be used by the owner or operator of {agm), or an equivalent method approved by the department, fol-
major utility to meet the annual emission limitations in s. Niywing the procedures in s. NR 446.04 (1), (2) and (3).
446.06 (2) and (3) during calendar years 2010 through 2017. ) Reduction of mercury is calculated through source perfor-

History: CR 01-081: ct. September 2004 No. 585, eff. 10-1-04. mance tests which follow the procedures in this paragraph. A

NR 446.08 Compliance and reporting requirements value ofone is assumed for natural gas fired combustion units that

for major utilities. (1) The owner or operator of a major utility are exempt from performance testing under sub. (6). .
shall include mercury emissions from all combustion units under 1. The source performance test shall be conducted according
the ownership or control of the major utility in the calculation d© EPA Method 101A in Appendix B of 40 CFR part 61, incorpo-
compliance with the emission limits of s. NR 446.06. rated by reference in s. NR 484.04 (23), or EPA Method 29 in
(2) Nothing in this section precludes the owner or operator HPPendix A of 40CFR part 60, incorporated by reference in s. NR

a major utility from achieving compliance with the emission lim- 4.04 (20m). )
its of s. NR 446.06 (2) and (3) by obtaining excess mercury emis- 2. A sample of the fuel burned during the test shall be ana-
sion reduction credits generated by another major utility. lyzedfor mercury content, using ASTM D3684~-01, incorporated

(3) By October 1, 2007, the owner or operator of a major utly reference in s. NR 484.10 (47m), or an equivalent method

ity shall submit a compliance plan to the department demonst%i’proved byhe department. During each of the 3 runs of the per-

ing how the combustion units of the major utility are going to me! rmancehte”sg a s?lpa;atje sa(lj”nplelof tk:je fuel being burned during

the mercury reduction requirements of s. NR 446.06 (2). The plafy 'Un shall be collected and analyzed. .

shall include, at a minimum, the following information: 3. During the_source performance testing, the consumption of
(a) A detailed listing of the combustion units on which meft/€! shall be monitored and recorded. _

cury pollution control equipment will be installed. 4. The major utility shall submit to the department the infor-

(b) A detailed listing of the combustion units which will switcHntion obtained in subds. 1. to 3. and the calculations for the per-
to a lower mercury content fuel. cent removal efficiency of mercury.

(c) A detailed description of any plans to improve the combus- (d) The department may require that more than one source per-
tion efficiency of individual emissions units to meet the requirdo'mance test be conducted if a single test is determined to be
ments of s. NR 446.06 (2). non-representative of conditions at the combustion unit.

(4) By October 1, 2011, the owner or operator of a major util- (2) Nothing in this section shall prohibit the department from
ity shall submit an update to the compliance plan submitted uné@fuiring major utilities to use other methods of determining
sub.(3) to demonstrate how the combustion units of the major ufnual mercury emissions.
ity are going to meet the emission reduction requirement of s. NR(3) The owner or operator of a major utility may request that
446.06 (3). alternative methodf®r determining annual mercury emissions be

(5) By March 1, 2009 and no later than Maréhaf each fol- approved by the department.
lowing year, the owner or operator of a major utility shall submit (4) In addition to the performance test required under s. NR
a compliance certification report to the department certifying thé46.06 (1) (b), the owner or operator of a major utility shall con-
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duct source performance tests of the utility’s combustion units NR 446.11 Electrical supply reliability waiver.

according to the following schedules: (1) The owner or operator of a major utility may request that the
(a) All units subjectto s. NB46.06, with an electrical generat-departmengrant a waiver from meeting the mercury emission cap

ing capacity equal to or greater than 200 MW, and all units tHgtS- NR 446.06 (1) or an emission reduction requirement in s. NR

undergo process changes or change control equipment after J4A8-06 (2) or (3) if the major utility demonstrates that the failure

ary 1, 2006, shall have source performance tests conducted duffg§ due to one of the following:

calendar years 2010, 2013, 2015 and biennially thereafter. (&) A major electrical supply emergency within or outside this

(b) Al units subject to s. NR 446.06, with an electrical generaitate that affected the major utility.
ing capacity of less than 200 MW, and which do not undergo pro-(b) A major fuel supply disruption that affected the major util-
cess changes or changes to control equipment after Januaryl,
2006, shall have source performance tests conducted during calic) An unanticipated and unavoidable disruption in the opera-
endar year 2015 and every 4 years thereafter. tion of a fossil fuel fired unit at the major utility.

(5) The owner or operator of a major utility shall use the (2) The owner or operator of a major utility shall submit a
results otthe most recently conducted source performance test {@itten request for waiver within 60 days after the date that the
calculating the reduction efficiency under sub. (1) (c). annual compliance report required in s. NR 446.09 is due.

(6) Combustion units subject to s. NR 446.06 that exclusively (3) The request shall provide sufficient information concern-
combustnatural gas are not subject to the source performance t@sg-the conditions on which the waiver request is based to demon-
ing requirements of this section. strate tahe department’s satisfaction that a waiver from the appli-

History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. cable requirements is warranted. In addition, the request shall
include the following:

NR 446.10 Variance for major utilities. (1) The owner  (a) The duration of the conditions during the calendar year.

or operator of a major utility may request a variance from the (b) The specifi - i
L : . pecific measures taken to mitigate mercury emissions

emissiorreduction requirements of s. NR 446.06 (2) or (3) by SUring the duration of the conditions or to limit annual mercury

mitting a written request to the department and the commissi@i\.issions after the condition has ended

The request shall provide sufficient information concerning the () The reasons why the major utiIity. was unable to achieve

conditions or special circumstancesvamich the variance request i ith a basali OV . .
is based to demonstrate to the department's satisfaction that a Vati-P'lance with a baseliné mercury emission requirement or an

ance from the applicable requirements is necessary. In additigfiSSion reduction requirement. _ _ o
the request shall include the following: (4) The department may grant a waiver under this section if,

(@) Where an alternative compliance schedule is sought, et é:tot?]sultat_lon Vt":tth ,th]? .‘fomT'SS'O”{ the de_partmetnt ddetermllgeRs
owner or operator shall submit a proposed schedule which defif 06e majczjr u Itl ysfal E.rt‘? 0 lr.nfed a reqéurelmen unders.
onstrates reasonable further progress and contains a date for & V\(as_ ue to a condition is Pj in sub. ().
compliance as soon as practicable. (5) Within 60days after the receipt of a completed request, the
(b) Where an alternative reduction requirement is sought, tﬂ%giﬁemggt znﬂleﬂggl'srgl?mﬁgg'cgggﬁ;%gtie;:?owe:%etrgfgzﬁﬁ
owner or operator shall submit a proposed reduction requiremept. P P Y ; 9 y
; ) : the request, to provide the opportunity for public comments
(c) Requests for variances shall contain relevant '“format'ﬁfbluding, where requested, a public hearing on the waiver
on the costs and technological feasibility of meeting the reductigghuest. Following the public comment period, the department
requirements as required by the department. shall notify the applicant in writing of the reasons for denying,
(2) Requests for a variance from the reduction requirememjsanting or granting in a modified form any request for a waiver.
in s. NR 446.06 (2) shall be received by October 1, 2007. History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04.

(3) Requests for a variance from the reduction requirements o . o
in s. NR 446.06 (3) shall be received by October 1, 2011. NR 446.12 Periodic evaluation and reconciliation

(4) The department may grant a variance that sets an alterfgROrts- (1) The department staff shall submit reports to the nat-
tive reduction requirement or schedule, or both. ural resources board and the presidiriigef of each house of the

. . legislaturefor referral to the appropriate legislative standing com-
(5) The department may grant a variance if the owner or op&ittees by January 1, 2006, by January 1, 2009 and by January 1,
ator demonstrates to the department’s satisfaction that the re 3. Each report shall include:
tion requirements in s. NR 446.06 are technologically or economi- ', | ) C
cally infeasible. (&) An evaluation of the scientific and technology develop-

. ments inrelation to the control or reduction of mercury emissions.
(6) The department may grant a variance that sets an alterna;

tive schedule if the owner or operator demonstrates to the depart(b) An evaluation of whether the requirements of s. NR 446.06

ment’s satisfaction that the delay is needed to complete instaffi achievable, given the scientific and technological develop-

tion and place into operation control technology to achieVBeNts:

compliance with a reduction requirement in s. NR 446.06. (c) Recommendations for revisions to this subchapter or other

(7) Within 90 days of the receipt of a completed request, tI;ilgtions based on the scientific and technological developments.
department shall publish a public notice on each variance requestd) An assessment of the impact of the compliance alternatives
and the department's preliminary determination to grant or defif) Mmercury concentrations in locally affected water bodies.
the request, to provide the opportunity for public comments (2) In addition to the reports required under sub. (1), the
including, where requested, a public hearing on the variandepartmenstaff shall report to the natural resources board and the
request. Following the public comment period, the departmepresiding diicer of each house of the legislature for referral to the
shall notify the variance applicant in writing of the reasons f@ppropriate legislative standing committees within 6 months of
denying, granting or for granting in a modified form any requetie date of the promulgation of a federal regulation under section
for a variance. 111 or section 112 of the Act (42 USC 7411 or 7412) or the enact-

(8) The department may, after notice and opportunity for hedpent of a federal law that has mercury reduction requirements for
ing, revoke or modify any variance when any term or condition Gf€rcury emission sources affected by this subchapter. The report
the variance has been violated. shall include:

History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. (&) A comparison of the requirements.
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(b) Recommendations for revisions to this subchapter or otlers been estimated by calculation and the results reported to the
actions to reconcile the requirements. department.

(3) The natural resources board shall review these reports and(d) All samples shall be analyzed, and mercury emissions shall
if they include recommendations for rule revisions or othdre determined within 30 days after the source test. All determina-
actions, determine whether the department should proceed witims shall be reported to the department by registered letter dis-

actions based on the recommendations. patched before the close of the next business day following the
History: CR 01-081: cr. September 2004 No. 585, eff. 10-1-04. determination.
o (e) Records of emissions test results and other data needed to
Subchapter Il — Emission Standards for Mercury determine total emissions shall be retainatie@source and made

available for inspetion by a department representative for a mini-

NR 446.14 Mercury emission limits. ~ No person may mum of 2 years.
cause, allow or permit emissions of mercury: (3) MERCURY CHLOR-ALKALI PLANTS—CELL ROOM VENTILA -

(1) In quantities greater than 2,300 grams per 24-hour peri@N SYSTEM. (a) Stationary sources using mercury chlor-alkali

from mercury cell chlor-alkali plants, or mercury ore processirg?IIS may test cell room emissions in accordance with par. (b), or
facilities. emonstrate compliance with par. (d) and assume ventilation

(2) In quantities greater than 3,200 grams of mercury pgpwissions of 1,300 grams per day of mercury.

24~hour period from sludge incineration plants, sludge drying (b) Unless a waiver of emission testing is requested and

plants, or a combination of these that process wastewater trétainedrom the department, each owner or operator of a new or
ment plant sludges. modified chlor—alkali plant shall pass all cell room air in forced

History: Renum. from NR 154.19 (3) (a), Register, September, 1986, No. 369, &S streams through stacks suitable for testing and shall test emis-

%/lo—l—lf?;;;4 ar,r:l. (iztécl:.),f%egis;arb l\éag,llgg% (’\f)) 4%7(,2e)ff. 6—1—&;2; ar’r\]. R(%A)Agggists'rons from the cell room in accordance with Method 101 within
ay, , NO. , ef6-1-94; — : an renum. from .
(2) and (3) Register September 2004 No. 585, eff. 10-1-04. 90 days after startup. 3 _

(c) The department shall be notified at least 30 days in advance

NR 446.15 Stack sampling. (1) MERCURYOREPROCESS of stack or performance tests to afford it the opportunity to have
ING FACILITIES. (a) Unless a waiver of emission testing i§ epresentative present to witness the testing procedures. The
requestedind obtained from the department, each owner or opePtice shall provide a test plan in accordance with s. NR 439.07.
tor of a facility processing mercury ore on which construction or (d) An owner or operator may carry out U.S. environmental
modification commenced after February 1, 1984 shall test emsotection agency approved design, maintenance and housekeep-

sions from the source in accordance with Method 101 within 9T practices.
days after startup. Note: A list of approved practices is provided in appendix A of “Review of
. . National Emission Standards for Mercury,” EPA-450/3-84-014, December 1984,
(b) The department shall be notified at least 30 days priofif@orporated by reference in s. NR 484.05 (9).

a stack or performance test to afford it the opportunity to have a(4) SLUDGE INCINERATION AND DRYING PLANTS. (a) Unless a
representative present to witness the testing procedures. Wagver of emission testing is requested and obtained from the
notice shall include a test plan in accordance with s. NR 439.@é&partment, each owner or operator of sludge incineration plants

(c) Samples shall be taken over such a period as is necesaard; drying plants on which construction or modification com-
to accurately determine the maximum emissions which will occorenced after February 1, 1984 shall test emissions from the
in a 24-hour period. No changes in the operation may be maweirrce within 90 days of startup. The tests shall be conducted in
which would potentially increase emissions above that det@ccordance with Method 101A, using the procedures in par. (f).
mined by the_most recent source test until the new emission leve(b) The department shall be notified at least 30 days in advance
has been estimated by calculation and the results reported toghétack or performance tests to afford it the opportunity to have
department. a representative present to witness the testing procedures. The

(d) All samples shall be analyzed, and mercury emissions shuatice shall include a test plan in accordance with s. NR 439.07.
be determined within 30 days after the source test. Each deter(c) Samples shall be taken over such a period as is necessary
mination shall be reported to the department by registered let@determine accurately the maximum emissions which will occur
dispatched before the close of the next business day following thex 24-hour period. No changes may be made in the operation
determination. which would potentially increase emissions above the bister-

(e) Records of emission test results and other data needethieed by the most recent stack tests until the new emission level
determine total emissions shall be retaingti@source and made has been estimated by calculation and the results reported to the
available for inpection by a department representative for a minilepartment.
mum of 2 years. (d) All samples shall be analyzed, and mercury emissions shall

(2) MERCURY CHLOR-ALKALI PLANTS—HYDROGEN AND END be determined within 30 days after the stack test. All determina-
BOX VENTILATION GAS STREAMS. (a) Unless a waiver of emissiontions shall be reported to the department by registered letter dis-
testing isrequested and obtained from the department, each owpatched before the close of the next business day following the
or operator of a mercury chlor-alkali cell on which constructiofietermination.
or modification commenced after February 1, 1984 shall test(e) Records of emission test results and other data needed to
emissions from hydrogen streamsatordance with Method 102 determine total emissions shall be retained at the source and shall
and from end-box gas streams in accordance with Method & made available for inspection by a department representative
within 90 days after startup. for a minimum of 2 years.

(b) The department shall be notified at least 30 days in advancéf) If an owner or operator uses Method 105, the following pro-
of stack or performance tests to afford it the opportunity to hawedures shall be adhered to:

a representative present to witness the testing procedures. They. The sludge shall be sampled after dewatering and before
notice shall include a test plan in accordance with s. NR 439.¢Hcineration or drying, at a location that provides a representative

(c) Samples shall be taken over such a period as is necessargple of the sludge that is charged to the incinerator or dryer.
to accurately determine the maximum emissions which will occlight consecutive grab samples shall be obtained at intervals of
in a 24-hour period. No changes in the operation may be mdmgween 45 and 60 minutes and thoroughly mixed into one sam-
which would potentially increase emissions above that detg@ile. Each of the 8 grab samples shall have a volume of at least 200
mined by the most recent source test until the new emission lewdliliters but not more than 400 milliliters. A total of 3 composite
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samples shall be obtained within an operating period of 24 hours(b) Monitor and record manually or automatically at least once
When the 24-hour operating period is not continuous, the togalery 15minutes during the tests specified in par. (a) all of the fol-
sampling period may not exceed 72 hours after the firstsguab  lowing control device parameters, except as provided in par. (c):

ple is obtained. Samples may not be exposed to any condition that1. The exit gas temperature from uncontrolled streams.

may result in mercury contamination or loss. 2. The outlet temperature of the gas stream for the final cool-

2. The maximum 24-hour period sludge incineration or drjhg system when no control devices other than coolers and demis-
ing rate shall be determined by use of a flow rate measuremgnt are used.

device that can measure the mass rate of sludge charged to thg  The outlet temperature of the gas stream from the final

incinerator odryer with an accuracy of plus or minus 5% over it§|ing systenwhen the cooling system is followed by a molecu-
operating range. Other methods of measuring sludge mass ch

ing rates may be used if they have received prior approval b %lgéieve or carbon adsorber.
dgpartment.y y P pp y 4. Outlet concentration of available chlorine, pH, liquid flow

. . . rate and inlet gas temperature of chlorinated brine scrubbers and
3. The handling, preparation and analysis of sludge Samﬂl%ochlorite s%rubberg.

shall be accomplished |.n a.ccordance with Met.hod 105. 5. The liquid flow rate and exit gas temperature for water
4. The mercury emissions shall be determined by use of the pper.

following equation: 6. The inlet gas temperature of carbon adsorption systems.

Ey = %) 7. The temperature during the heating phase of the regenera-
Here: ¢ 1000 tion cycle for carbon adsorbers or molecular sieves.
w ere.. o (c) Average the parameters recorded in par. (b) over a mini-
Epg is the mercury emissions, g/day ~ mum 6 hour test period. The highest temperature reading that is
M is the mercury concentration of sludge on a dry solids measured in pab) 7. is to be identified as the reference tempera-
basis,ug/g ture for use in par. (f) 2.
Q is the sludge charging rate, kg/day (d) Monitor and record manually or automatically immedi-
Fsm(avg)is the average weight fraction of solids in the atelyafter.the completion of the emission tests specified in par. (a)
collected sludge after mixing the following:
1000 is the conversion factor, kg/c? 1. The parameters specified in par. (b) 1. to 6. at least once per

5. No changes in the operation of a plant may be made aﬁg}"' e . .
a sludge test has been conducted which would potentially increase? 1€ temperature specified in par. (b) 7. during each heating
emissions above the level determined by the most recent sluB§@se of the regeneration cycle. o _
test, until the new emissions level has been estimated by calculate) ~Operate, maintain and calibrate monitoring devices
tion and the results reported to the department. according to the manufacturer’s instructions. Monitoring devices

6. All sludge samples shall be analyzed for mercury conteffted inaccordance with pars. (b) and (d) shall be certified by their
within 30 days after the sludge sample is collected. Each det&@nufacturer to baccurate to within 10%. Records of the certifi-
mination shall be reported to the department by registered lefggfions and calibrations shall be retained at the chlor-alkali plant

dispatched before the close of the next business day following #iid made available for inspection by the department as follows:
determination. certification,for as long as the device is used for this purpose; and

. . .___calibration, for a minimum of 2 years.
7. Records of sludge sampling, charging rate determination y

and other data needed to determine mercury content of wastewatdf) NOtfy the department within 10 days when:

treatment plant sludges shall be retained at the source and madé- The hourly value of a parameter monitored in accordance

available for inpection by a department representative for a minjvith par.(d) 1. exceeds, or, in the case of liquid flow rate and avail-

mum of 2 years. able chlorine, falls below, the value of that same parameter deter-
History: Renum. from NR 154.19 (3) (b), and am., Register, September, 1088ined in par. (b) for 24 consecutive hours, and

No. 369, eff. 10-1-86; am. (1) (b), (2) (b), (3) () and (4) (b), Register, May, 1992, ' 5 = The maximum hourly value of the temperature measured

No. 437, eff. 6-1-92; am. (1) (), (2) (&), (3) (b) and (d) and (4) (a), (H (intro.), 3. and . i
4., Register, May, 1994, No, 461, @#1-94:CR 01-081: renum. from NR 446.04 Il accordance with par. (d) 2. is below the reference temperature

Register September 2004 No. 585, eff. 10-1-04. recorded according to par. (c) for 3 consecutive regeneration
cycles.
NR 446.16 Monitoring of emissions and operations. (g) Submit semiannual reports to the department indicating the

(1) All wastewater treatment plant sludge incineration and dryime and date on which the hourly value of each parameter moni-
ing plants for which mercury emissions exceed 1600 grams/d&yted according to par. (d) 1. and 2. fell outside the value of that
demonstrateeither by stack sampling or sludge sampling accordame parameter determined under par. (c) and corrective action
ing to s. NR 446.04 (4), shall monitor mercury emissions at integken, and the time and date of the corrective action. Parameter
vals of atieast once per year in accordance with Method 105 or tBgcursions shall be considered unacceptable operation and main-
procedures specified in s. NR 446.15 (4) (f). The results of moménance of the emission control system. In addition, while com-
toring shall be reported to the department by registered letter gikance with the emission limits is determined primarily by con-
patched before the close of the next business day following thecting a performance test according to the procedures in s. NR
monitoring.The results shall be retained at the source and shall4%6.04 (2), reports of parameter excursions may be used as evi-
made available for inspection by a department representativedence in judging the duration of a violation that is determined by
a minimum of 2 years. a performance test.

(2) The owner or operator of each mercury cell chlor-alkali (h) Submit semiannual reports required in par. (g) to the
plant—hydrogen and end—box ventilation gas streams shall: department oSeptember 15 and March 15 of each year. The first

(a) Perform a mercury emission test that demonstrates cdiimiannual report is to be submitted following the first full 6
pliance with the emission limits in s. NR 446.03 (2) on the hydrg10nth reporting period. The semiannual reports due on Septem-
gen stream by Method 102 and on the end-box stream by Meth&él 15 and March 15 shall include all excursions monitored during
101 for the purpose of establishing limits for parameters to B 6 calendar months previous to the report date.
monitored, within one year after June 1, 1994 or within one year(3) The owner or operator of a facility subject to sub. (2) may
of startup for a plant with initial startup after February 1, 1984developand submit for the department’s approval a plant—specific
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monitoring plan as an alternative to the monitoring, recordkeegxceeded, and consideration is to be given to the time that would

ing and reporting requirements of sub. (2) (a) to (g). Approval bé necessary to repair the failure.

an alternative plan shall ensure compliance with the emission lim-(d) Designation of the immediate actions to be taken in the

its of s. NR 446.03 (2), and proper operation and maintenancesoént of an excursion beyond the value of the parameter estab-

emissions control systems. Any site—specific monitoring pldished in par. (b).

shall, at a minimum, include all of the following: (e) Provisions for reporting, semiannually, parameter excur-
(a) Identification of the critical parameter or parameters for tiséons and the corrective actions taken, and provisions for report-

hydrogen stream and for the end—box ventilation stream that K@ Within 10 days any significant excursion.

to be monitored and an explanation of why the critical parameters(f) Identification of the accuracy of the monitoring devices or

selected are the best indicators of proper control system perffrthe readings obtained.

mance and of mercury emission rates. (g) Recordkeeping requirements for certifications and calibra-

(b) Identification of the maximum or minimum value of eacHONS- ,
te: The owner or operator of a mercury cell chlor-alkali plant, cell room ven-

parameter that is not to be exceeded. The levels shall be dlreﬁg\s@n system determining cell room emissions, shall maintain records of any leak

correlated tdahe results of a performance test, conducted no matiespill of mercury. The records shall indicate the amount, location, time and date

than 180 days prior to submittal of the plan when the facility wgenthe leak or spill occurred, identify the cause of the leak or spill, state the immedi-

. . . . . ! afe steps taken to minimize mercury emissions and steps taken to prevent future

in compliance with the emission limits of s. NR 446.03 (2).  occurrenceand provide the time and date on which corrective steps were taken. The
(C) Designation of the frequency for recording the paramel’é?“'ts of monitoring shall be recorded, retained at the source and made available for

e g ; . inspection by the administrator for a minimum of 2 years.
measurements, with J_U5t|f|cat|0n if the ffequehfly is less th"’!r\-ﬁstory: Renum. from NR 154.19 (3) (c), and am., Register, September, 1986, No.
hourly. Alonger recording frequency shall be justified on the basig9, e}‘ff.el(i—%;SG; re(r%l)JrF.)4zl36).(()_5 to ?e (é)tbc)r. F({2) and (?,,3, Regigter,ll\élgg, ,%199%,2 r;lo.
; ; ; , eff.6-1-94 am. a), intro.) an , Register, November, , No. 527,
of the amount of time that could elapse during periods of proc%iélz—l—ggm 01-081: enum. from NR 446.05 I%egister September 2004 No.
or control system upsets before the emission limits would , eff. 10-1-04.
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